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Epson ESC/P2 Printer Driver for Newton¨





Version 1.0 for Newton¨ 2.x 





�
This manual and the Printer Driver software described in it are copyrighted, with all rights reserved. This manual and the Printer Driver software may not be copied, except as otherwise provided in your software license or as expressly permitted in writing by INSA Limited.


Newton¨ is a registered trademark of Apple Computer, Inc.


EPSON and EPSON ESC/P2 are registered trademarks of Seiko Epson Corporation.


All other trademarks and service marks are the property of their respective owners.
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Introduction


The Printer Driver software allows a Newton to print to any Epson printer that supports the ESC/P2 protocol, such as the Epson Stylus printer, from any application that allows printing via the standard Newton routing mechanism. It allows printing via a standard serial cable.





Installing the Printer Driver





System Requirements


The Printer Driver for Newton requires


¥ A Newton MessagePad 120 or better running Newton 2.x and at least 20K free storage 


¥ An Epson printer with Mac serial port. The driver assumes the following serial port settings: 57200 Baud, 8 bits, no Parity, 1 stop bit.





¥ The Macintosh/Newton Serial cable, which came with the Newton.








Software Installation


The installation disk or electronic package contains the Newton package, 'EPSONDRV.PKG'.


¥	Insert the installation disk into your computer or locate the file you downloaded.


¥	Run your connection application (e.g. Newton Backup Utility).


¥	Install the 'EPSONDRV.PKG' file onto your Newton, following the connection software instructions (file names may be truncated depending on platform).


¥ Perform a soft reset of the Newton by pressing the reset button.


�
Using the Printer Driver





To print to a printer using the Printer Driver software you need to take the following easy steps. 








1. Choose the right printer protocol


The standard printing routing slip allows you to choose a printer. Choose the option 'Choose Other Printer'. A list will come up including the following entry:


Epson ESC P2





Choose this printer model.


 


2. Hook up printer


Connect the Newton to the printer via the standard Newton-to-Mac serial cable.








3. Print


Using the standard printing routing slip, tap on the Print button and select the 'Now' option. This will start the printing process immediately. 
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Contact Information





INSA Limited


1028 Fleetwood Drive


San Jose, CA  95120


(888) 528-8880


(408) 268-9650


FAX (408) 268-9631


e-mail : info@insaltd.com


http://www.insaltd.com
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